
Ski/Snowboard Equipment Check 

Name:  Employee ID: 

Skier/Rider Type:  I   II   III Height:         Weight:            Age:      SB Stance: Reg. Goofy 

Ski/Board: Brand: Model:   Length: Ski/Board Width:          

Binding Type:    SB    Alpine    AT    Telemark  | Make/Model:     Binding DIN:   

Boot Type:     SB Alpine     AT Telemark  | Make/Model:    Sole Length:  

Ski/Ride 
Ready! 

Repair/ 
Replace 

Check Conditions for Ski/Ride Ready or Repair / Replace Designation 

Base Ski/Ride Ready: Ski base is in good condition and is ready to slide. 
Repair/ Replace: Delamination gouges and core shots need to be repaired. 

Edge Ski/Ride Ready: Sidewall and edges are in good condition. Small stress cracks are okay. 
Repair/ Replace: Sidewall failure, blown or missing pieces of edge. 

Binding Ski/Ride ready: Screws are tight; SB-Straps are in good condition.  Base plates and High backs 
are intact. Ski- Brakes are functional; Toe and heel pieces are fully functional. 
Repair/ Replace: Loose or broken screws, base plate, straps, ladders, toe or heel pieces 

Boot 
Upper 

Ski/Ride Ready: Boot shell and buckles/laces are in good working condition. 
Repair/ Replace: Non-functioning buckles/laces; cracked or broken outer shell of the boot. 

Boot 
Tread 

Ski/Ride Ready: Tread in good condition. Ski-Toe and heel plate screws must be recessed. 
Repair/ Replace: Tread is worn. Ski-Toe and Heel plate screws are flush or protruding. 

Inspector: Signature: Date: 
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